
 

  

ADVENTURE SEAPLANES 1 

 

Adventure Seaplanes 
Add-On Training Syllabus  

 
Aircraft Specs 
Airspeeds (in MPH)
Vs:  40  

Vs1:  45  

Vx:  65  

Vy:  85 

Vfe:  90  

Va:  96  

Vno:  127  

Vne:  140  

Best Glide:  80   

Engine  
Lycoming O-320 - Four cylinders, 
horizontally opposed, air cooled 

160 HP at 2700 RPM  

Max RPM 2700 RPM  

Oil Type: Aeroshell W 100 (cold weather 
use Phillips 20 W 50) 

Max oil capacity: 8 U.S. quarts  

Normal ops: 6 U.S. quarts (add 

one quart at 5 ½ quarts) 

 

Propeller Specs  
**Seaplane Prop – Longer blades, flatter pitch** 

Manufacturer: McCauley  

Prop type: Fixed Pitch  

Number of blades: 2  

Prop diameter: 80 Inches  

Prop pitch: 42  

Fuel  
Capacity: 52 U.S. gallons  

Usable: 48 U.S. gallons (24 per side) 

Average fuel burn: 8 gallons per hour  

Fuel type: 100LL (Blue) AV GAS  

Floats  
Manufacturer: Aerocet  

Buoyancy: 2200lbs per float  
Weight: 265lbs  

Minimum draft: 16”
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Weight & Balance 
Gross Weight: 2300 lbs.  
Empty Weight: 1584.15 lbs.  

Useful Load: 715.85 lbs.  

 

Weight x Arm = Moment Weight  Arm  Moment 

Empty weight  1584.15 40.67  64421.35 

Front seats   37.5  

Rear seats   73.5  

Baggage area 1   100  

Float storage (max. 50lbs per side)  20  

Fuel   48.8  

Totals    

Center of Gravity    
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Float Specs
Aerocet 2200  
FAA Regulations: 

14 CFR § 25.751 Main float buoyancy. 

Each main float must have— 

(a) A buoyancy of 80 percent in excess of that required to support the maximum weight of the 
seaplane or amphibian in fresh water; and  

(b) Not less than five watertight compartments approximately equal in volume. 

 

14 CFR § 25.755 Hulls. 

(a) Each hull must have enough watertight compartments so that, with any two adjacent 
compartments flooded, the buoyancy of the hull and auxiliary floats (and wheel tires, if used) 
provides a margin of positive stability great enough to minimize the probability of capsizing in 
rough, fresh water.  

(b) Bulkheads with watertight doors may be used for communication between compartments. 

So… 

• Each float must support 90% of the aircraft gross weight (both floats support 180%) 
o Our Aerocet 2200’s support a total of 2,444lbs  

▪ (2,200 x 2 / 1.8) 

• The floats must support the gross weight of the aircraft with two compartments flooded 
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Preflight Walkaround 

• The preflight inspection of the floatplane itself is accomplished same as the land-plane as 
described in the pilot’s operating handbook for that aircraft (usually involving a walk around 
inspection checking fuel, oil, lights, control operation, etc.) 
o Carefully inspect the propeller for damage as water picked up under power is very harmful to 

a floatplane prop (appearance is similar to gravel damage from a soft runway. 

• The floats should also be looked over carefully during a walk around inspection of the aircraft. 
o Visually check the floats for any sign of damage that may have occurred while docking, 

beaching, ramping, or moving the aircraft in or out of the water using a floatplane dolly.  
o Visually check the aircraft fuselage around float attach points and the firewall for any 

indication of damage from events such as a hard landing. 
o Check water rudder(s) and cables for damage and proper operation. Inspect all float attach 

points to the main fuselage as well as spreader bars and flying wires. 
o Check each water tight compartment for water using the bilge pump supplied with the 

aircraft. Be sure to reinstall all pump-out plugs tightly as these can pop out on rough water.  

 
Passenger Brief 

• Additional passenger briefing items may include: 
o Location and use of PFD’s. Do not inflate PFDs until clear from the aircraft 
o Brief passengers the strategy to exit a capsized aircraft. The cabin may have to fill with 

water for pressure to equalize and doors to open.  
o Occupants should locate a known reference point in the aircraft prior to releasing 

seatbelts (i.e. the door) 
o Brief passengers on any assistance required departing the dock.  

**UNDER NO CIRCUMSTANCE SHOULD A DOCK HELPER BE ALLOWED IN FRONT OF THE WING STRUT!   
 

Engine Start 

WATER RUDDERS DOWN – FUEL ON BOTH – MIXTURE RICH – MASTER ON – MAGS START 
1. For startup, it is important for the pilot to ensure that seatbelts, shoulder harnesses, headsets, 

etc. are off and out of the way. These items can prohibit the quick exit from the seaplane if it 
becomes necessary to prevent the seaplane from drifting into something.  

o Although this may seem like a violation of an FAR, it’s not. FAA regulations allow the 
pilot and/or required crew members to leave seatbelts off for the purpose of docking 
and undocking a seaplane.  

2. When departing from a dock the wind conditions must be carefully observed/considered. 
o Remember that an airplane/floatplane on the water always tends to “weathervane” 

into the wind.  
o Leave the dock facing into the wind if possible. Water rudders should be lowered prior 

to startup if water depth allows.  
o Since floatplanes have no brakes, it is important that the pilot complete the preflight 

and prepare the engine for startup before the airplane/floatplane is untied from the 
dock, not after.  

o Utilize a dock helper if available. If not, usually a gentle shove away from the dock prior 
to starting the engine is satisfactory. (Holding a dock line while starting the engine is 
generally discouraged by Adventure Seaplanes staff; damage to water rudders, etc. can 
result if the line is not thrown clear of the plane after startup. Rubbing up against the 



 

  

ADVENTURE SEAPLANES 5 

 

dock while taxiing away should also be avoided as damage to sides of the floats may 
result.)  

o Always make sure water rudders are up when seaplane is being pulled backwards. 
o Use caution when departing the dock to not hit any dock hands or dock posts with 

the horizontal stabilizer. A gradual turn away from the dock will prevent this AND will 
prevent the back of the floats from either hitting the dock or going underneath it.  

• When departing from a beach with the heels against the shore, be sure that the floatplane is 
floating enough to allow the plane to power itself off the sand. Do not use high power to free 
the airplane/floatplane from shore. Be considerate of persons and property on shore.  

 
Once clear of the dock and all obstacles, complete the 3 H’s checklist:  

3 H’s 
• Headset 

• Harness 

• Hatch 
 
After you complete the 3 H’s and the aircraft engine is up to temp, complete the CIGAR checklist: 

Run-Up (CIGAR) 
• Controls – free and correct 

• Instruments – set 

• Gas – mixture rich, fuel on both 

• Attitude – trim set for takeoff 

• Run up – 1500 RPM (left/right mag, carb heat, oil pressure, amps) 
 

Taxiing  
There are four ways to taxi a floatplane:  

• Idle (displacement) taxi  

• Step taxi  

• Plow taxi 

• Sailing  

Idle taxi is the preferred taxi method. It generally allows the easiest maneuvering in tight areas, 
around docks, boats, other planes etc.  

 

Idle Taxi Checklist:  
Fuel – selector on BOTH, mixture full rich  

Trim – set  

Flaps – up  

Carb Hea – off  

Area – clear  

Rudders – down 

Stick – (yoke) full aft  

Mixture – lean for taxi  

Throttle – 800 RPM  
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Step Taxi 

A step taxi may be used under ideal wind and water conditions to cover long distances across the 
water. There is little or no spray problem when the floats are “up on step” (similar to a boat on plane) 
and the attitude of the seaplane provides adequate engine cooling and good visibility. Step taxi speeds 
are between 30-40 mph.  

• When the seaplane is on the step the elevator control is used to find the “sweet spot” which is 
the optimum planning attitude at which the water drag on the floats is at a minimum. An 
experienced seaplane pilot can easily locate this position by feel, but beginning seaplane pilots 
may find it easier to note the position of the top of the engine cowling in relation to the horizon 
when demonstrated to them.   

• The seaplane should always be facing into the wind before beginning step taxi. Also, step 
taxiing should not be used on rough water or in high wind situations; boat wake must be 
avoided during step taxi.  

• Step taxi turns require a much larger turn radius than idle taxi turns and should be done with 
caution. Avoid making step taxi turns from downwind to upwind. The reason for this is the 
centrifugal force of the turn and the wind are both acting in the same direction making the 
plane very unstable and more likely to capsize. Turning from upwind to downwind, these forces 
act in opposing directions and tend to cancel each other out, making the turn more stable. 
Always start the step taxi turn using ailerons in the direction of turn, then use rudders to control 
the rate of turn. This counteracts the roll effect of centrifugal force, helpings keep the floatplane 
level and reducing the risk of capsizing.  
 

 

Step Taxi Checklist 
Fuel – selector on BOTH, mixture full rich 

Trim – set  

Flaps – set 20 degrees  

Carb heat – off  

Area – clear  

Rudders – up  

Stick – (yoke) full aft 

Throttle – full power 
until on step, then reduce 
to approx. 2000 RPM  

Use elevator and trim 
to set the “sweet spot” 
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Plow Taxi/Turn 

Plow taxiing is considered to be the least desirable taxi method and is rarely used. Plow taxiing is used 
to conduct a “plow turn” to turn the seaplane from upwind to downwind in high wind conditions (when 
it becomes difficult to overcome the weathervane tendency of the seaplane). It is effective because, 
during a plow, the center of buoyancy is moved aft, reversing the weathervane tendency, and also 
allows for more air rudder authority.  However, plow taxiing creates a potential spray problem which 
could quickly cause damage to the propeller. Plow taxiing also provides insufficient engine cooling and 
poor visibility due to the nose high pitch attitude. Always consider power-off sailing as a better 
alternative to plow turns.  

 

Plow Turn Checklist 
Fuel – selector on BOTH, mixture full rich  

Trim – set  

Flaps – up  

Carb heat – off  

Area – clear  

Rudders – down  

Stick – (yoke) full aft  

Throttle – 2300 RPM  

Rudder – full left  

Aileron – into the wind  

Throttle – 800 RPM when downwind  

*Note: Always perform plowing turns to the left due to torque and p-factor. 
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Sailing  
Power-off sailing is a technique that should be used when high wind conditions prevent maneuvering 
the seaplane in idle taxi. In most cases, this is much more favorable than performing a plow turn which 
can result in costly damage to the aircraft. Flaps can be put down to get a faster wind drift backwards.  

1. SIMPLE RULE FOR SAILING- Turn yoke the way you want to go and put opposite rudder 
in.  

2. TO SAIL LEFT – 
o CONTROL YOKE -> STICK LEFT & APPLY RIGHT RUDDER (Hint: “Left, Left, Right”)  

3. TO SAIL RIGHT  
o CONTROL YOKE -> STICK RIGHT & APPLY LEFT RUDDER (Hint: “Right, Right, Left)  

Power on sailing is used to maneuver the seaplane left or right perpendicular to the wind. Use rudder 
inputs to control direction and apply opposite aileron.   

 
*Water rudders must be UP for sailing* 
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Normal Takeoff & Climb 

Procedure 
1. Identify the wind direction and velocity 
2. Determine takeoff heading 
3. Perform takeoff checklist 

o Fuel – selector on BOTH, mixture full rich  
o Trim – set  
o Flaps – set 15°  
o Carb Heat – off  
o Area – clear  
o Rudders – up  
o Stick – (yoke) full aft 

4. Begin takeoff slide  
o Full power - When applying full power for takeoff with the yoke full aft, the nose will 

rise, pause for a moment, and then rise again. We refer to this as the first and second 
rise. It is after the second rise that you can finally relax the back pressure on the yoke 
and allow the airplane to come down onto step. Take note of what that step 
attitude/pitch attitude sight picture looks like and hold that sight picture until the 
airplane lifts off the water.  

o Use air rudder to keep the airplane moving in a straight line. It’s easiest to accomplish 
this by finding an aiming point on a shoreline.  

5. Liftoff 
o Do not rotate. Allow the aircraft the lift off at step attitude. 

6. Climb at step attitude  
7. Pitch for Vy (85 mph)  
8. Retract flaps once safe airspeed and altitude are established 
9. Reduce power to avoid exceeding 2700 RPM 

 
 

FAA Airman Certification Standards 
• Establish and maintain optimum step attitude 

• Maintain directional control at all times 

• Accelerate to and maintain Vy ±5 KIAS 

• Retract flaps only after positive rate of climb has been established 

• Maintain takeoff power until reaching a safe maneuvering altitude 

• Comply with noise abatement procedures 
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Rough Water Takeoff & Climb  
Description 

The takeoff and initial climb are made during rough water conditions (when waves are white 
capping) in a non-confined area. The objective is to protect the airplane from structural damage and 
get the airplane off the water as quickly as possible without risking a stall. 

Procedure 
1. Identify wind direction and velocity 
2. Determine takeoff heading 
3. Perform takeoff checklist 

o Fuel – selector on BOTH, mixture full rich  
o Trim – set  
o Flaps – set 30°  
o Carb Heat – off  
o Area – clear  
o Rudders – up  
o Stick – (yoke) full aft 

4.  Begin takeoff slide  
o Full power 
o Maintain directional heading with air rudder 

5. Step attitude 
o Maintain step attitude or a slightly lower nose pitch attitude to slice through the waves 

with the keel of the float 
6. Liftoff 

o Do not rotate. Allow the aircraft to lift off at step attitude. 
7. Remain in ground effect 

o Allow the airspeed to increase 
o Reduce flaps to 15° 

8. Pitch for Vy 
o Climb away from ground effect while increasing airspeed to Vy 

9. Retract flaps once safe airspeed and altitude are established 
10. Reduce power to avoid exceeding 2700 RPM 

 

FAA Airman Certification Standards  
• Ascertain wind direction with or without visible wind direction indicators.  

• Position flight controls and configure the airplane for the existing conditions.  

• Clear the area, select an appropriate takeoff path considering wind, swells, surface hazards, or 
vessels.  

• Retract the water rudders as appropriate; advance the throttle smoothly to takeoff power.  

• Establish and maintain an appropriate step attitude, directional control, and correct for 
porpoising, skipping, and increase in water drag.  

• Avoid excessive water spray on the propeller(s). 

• Lift off at minimum airspeed and accelerate to VY ±5 knots before leaving ground effect.  

• Retract flaps only after positive rate of climb has been established  

• Maintain VY ±5 knots to a safe maneuvering altitude. 

• Maintain directional control and proper wind-drift correction throughout takeoff and climb.  
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Glassy Water Takeoff & Climb 

Description 
Glassy water increases takeoff distance due to higher drag between the floats and the water. 
Rolling a float, or getting the aircraft up on one float during the step taxi portion of the takeoff, can 
help to reduce the drag by as much as 40%. The dangers of glassy water are the lack of depth 
perception. **Do NOT allow the aircraft to settle back onto the water after liftoff** 

Procedure 
1. Determine takeoff heading 

o Aim towards a shoreline or takeoff parallel to a shoreline for visual reference 
o *Note altitude on the water 

2. Perform takeoff checklist 
o Fuel – selector on BOTH, mixture full rich  
o Trim – set  
o Flaps – set 15° 
o Carb Heat – off  
o Area – clear  
o Rudders – up  
o Stick – full back  

3. Begin takeoff slide 
o Full power 
o Maintain direction heading with air rudder 
o Full aileron deflection in direction of desired float roll 
o After desired float lifts off the water, reduce aileron input to maintain minimal bank 

angle while also maintaining the step attitude 
• TIP: Less bank angle is better! 

4. Liftoff 
o Level wings 
o Maintain step attitude until safe altitude is established 
o Confirm positive rate of climb using VSI and outside visual reference 

5. Retract flaps 
o Pitch for Vy 

6. Reduce power to avoid exceeding 2700 RPM 
 

 

FAA Airman Certification Standards  
• Clear the area; select appropriate takeoff path considering surface hazards or vessels and 

surface conditions.  
• Retract the water rudders as appropriate; advance the throttle smoothly to takeoff power.  
• Establish and maintain an appropriate step attitude, directional control, and correct for 

porpoising, skipping, and increase in water drag.  
• Utilize appropriate techniques to lift seaplane from the water considering surface conditions.  

• Establish proper attitude/airspeed and accelerate to VY ±5 knots during the climb.  

• Retract flaps after a positive rate of climb has been verified or in accordance with airplane 
manufacturer’s guidance.  

• Maintain VY ±5 knots to a safe maneuvering altitude. Maintain directional control throughout 
takeoff and climb.   
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Confined Area Takeoff & Climb:  
Description 

The takeoff and initial climb are conducted within a small or more confined lake area. The objective 
is to minimize the takeoff distance and/or use all available space while safely clearing any obstacles. 

Techniques available include: (1) a step taxi turn to increase available takeoff distance, or (2) 
rolling a float off the water to reduce drag while maintaining a straight-line course. Altitude may be 
gained in a spiraling climb over the water until clear of obstacles.  

Procedure 
1. Identify wind direction and velocity 
2. Determine takeoff heading 
3. Perform takeoff checklist 

o Fuel – selector on BOTH, mixture full rich  
o Trim – set  
o Flaps – set 15° 
o Carb Heat – off  
o Area – clear  
o Rudders – up  
o Stick – full back  

4. Begin takeoff slide 
o Full power 
o Maintain directional heading with air rudder through the plow phase 
o Full aileron deflection in direction of desired float roll or in direction of step taxi turn 
o After desired float lifts off the water, reduce aileron input to maintain minimal bank 

angle while still maintaining the step attitude 
5. Liftoff 

o Level wings OR continue turning climb away from obstacles 
6. Pitch  

o Vx (65mph)  
o Once clear of obstacles, lower the nose to pitch for Vy 

7. Retract flaps 
8. Reduce power to avoid exceeding 2700 RPM 

 

FAA Airman Certification Standards  
• Clear the area, taxi into takeoff position utilizing maximum available takeoff area and align the 

airplane on the takeoff path.  

• Establish a pitch attitude that maintains the most efficient step/liftoff attitude and correct for 
porpoising and skipping.  

• Maintain direction control until liftoff 

• Establish a pitch attitude that will maintain the recommended obstacle clearance airspeed or VX, 
±5 knots until the obstacle is cleared or until the airplane is 50 feet above the surface.  

• Establish a pitch attitude for VY and accelerate to VY ±5 knots after clearing the obstacle or at 50 
feet AGL if simulating an obstacle.  

• Accelerate to and maintain Vy (85 mph) after clearing obstacles +5/-0 KIAS  

• Retract flaps as recommended.  

• Comply with noise abatement procedures.  
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Crosswind Takeoff and Climb:  
Description 

Narrow lakes or rivers may require a takeoff direction with a crosswind. The objective is the 
maintain the correct rudder and aileron input to counteract crab and drift while lifting off the 
water. There are two different techniques that can be used.  

Procedure 
1. Identify wind direction and velocity 
2. Determine  

o Takeoff heading 
o Direction of weathervane 

3. Perform takeoff checklist 
o Fuel – selector on BOTH, mixture full rich  
o Trim – set  
o Flaps – set 15° 
o Carb Heat – off  
o Area – clear  

4. Begin takeoff slide 
o (1) Controlled weathervane technique  

1. Angle the airplane downwind from takeoff direction (size of angle depends on 
wind velocity) 

2. Rudders – UP 
3. Stick – back and into the wind 
4. Allow the airplane to weathervane to the intended takeoff heading/crosswind 

before applying power. Once power is applied, air flow over the tail (air rudder 
authority) will allow directional control. Do NOT allow the airplane to turn in the 
plow (after full power has been applied). 

5. Relax back pressure to allow aircraft to pitch forward onto step after second rise.  
o (2) Delayed water rudder retraction 

1. Point the airplane in the intended direction of takeoff  
2. Rudders – DOWN  
3. Stick – back and into the wind 
4. 2000 RPM to gain air rudder control 
5. Rudders – UP  
6. Full power 
7. Relax back pressure to allow aircraft to pitch forward onto step after second rise.  

5. Step & Liftoff 
o Keep ailerons into the wind until the downwind float has lifted. Then, use crosswind 

inputs (rudder and aileron) to counteract crab and drift while lifting off.  
o Once the plane is at a safe altitude (not going to settle back onto the water), coordinate 

the airplane 
6. Pitch for Vy 
7. Retract flaps 
8. Reduce power to avoid exceeding 2700 RPM 
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Normal Approach & Landing 
Description 

A normal approach and landing are made directly into the wind during normal water conditions in a 
non-confined area. The landing attitude will be the same sight picture as seen during step taxi and 
takeoff.  

Procedure 
1. Identify  

o Wind direction and velocity 
o Obstacles and hazards both on and around the water/landing area 

2. Determine landing heading  
o Into the wind/parallel with wind streaks 

3. Set up and fly approach 
o Downwind (CGUMPS) 

o Carb heat – ON 
o Gas – Fuel selector on both 
o Undercarriage (water rudders) – UP 
o Mixture – Rich 
o Prop – (does not apply in C172) 
o Seatbelts – fastened  

o Abeam touchdown point 
o 2000 RPM 
o Flaps 10° 
o Airspeed 90 MPH 
o Trim as required  

o Base 
o 1700 RPM 
o Flaps 20° 
o Airspeed 80 MPH 
o Trim as required 

o Final 
o 1200-1400 RPM 
o Flaps 30° 
o Airspeed 70 MPH 

o Short Final 
o Set step attitude approximately 10’ above the water 
o Use power to control descent rate all the way to touchdown 

o After Touchdown 
o Power idle 
o Back pressure on yoke to maintain step attitude 

o Do NOT allow the nose to drop below step attitude! This can cause the 
bows of the floats to submerge  

o Yoke full aft as plane falls off step 
o Water rudders – DOWN for directional control 
o Flaps – UP 
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Rough Water Approach & Landing  

Description 
A rough water approach and landing is made directly into the wind during rough water conditions. 
The objective is to minimize stress on the aircraft by choosing the smoothest part of the water/lake, 
making a soft touchdown, and slicing through the wave crests with the keel using a slightly lower 
step pitch attitude.  

Procedure 
1. Identify  

o Wind direction and velocity 
o TIP: Downdrafts and wind gusts are shown by dark spots on the water 

o Obstacles and hazards both on and around the water/landing area 
2. Determine landing heading  

o Into the wind/parallel with wind streaks 
3. Set up and fly approach 

o Downwind (CGUMPS) 
o Carb heat – ON 
o Gas – Fuel selector on both 
o Undercarriage (water rudders) – UP 
o Mixture – Rich 
o Prop – (does not apply in C172) 
o Seatbelts – fastened  

o Abeam touchdown point 
o 2000 RPM 
o Flaps 10° 
o Airspeed 90 MPH 
o Trim as required  

o Base 
o 1700 RPM 
o Flaps 20° 
o Airspeed 80 MPH 
o Trim as required 

o Final 
o 1200-1400 RPM 
o Flaps 30° 
o Airspeed 65-70 MPH 

o Short Final 
o Set step attitude approximately 10’ above the water 
o Use power to control descent rate and a soft touch down at smoothest spot 

(area of least amount of swell and whitecaps) 
o After Touchdown 

o Power idle 
o Back pressure on yoke to maintain step attitude 
o Yoke full aft as plane falls off step 
o Water rudders – DOWN for directional control 
o Flaps – UP 
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Glassy Water Approach & Landing  
Description 

A glassy water landing technique should be used any time the pilot’s visibility and/or depth 
perception is obscured. The mirror-like surface caused by no-wind conditions is one of the most 
dangerous situations a seaplane pilot will encounter.  

Procedure 
1. Determine landing direction & LVR 

o It’s ideal to land parallel to a shoreline for a visual reference 
o Find a Last Visual Reference (LVR) – the point at which step attitude MUST be set 

o Tip: The treetops make a great LVR 
2. Set up and fly approach 

o Downwind (CGUMPS) 
o Carb heat – ON 
o Gas – Fuel selector on both 
o Undercarriage (water rudders) – UP 
o Mixture – Rich 
o Prop – (does not apply in C172) 
o Seatbelts – fastened  

o Abeam touchdown point 
o 2000 RPM 
o Flaps 10° 
o Airspeed 90 MPH 

o Base 
o 1700 RPM 
o Flaps 20° 
o Airspeed 80 MPH 

o Final 
o 1200-1400 RPM 
o Flaps remain at 20° to avoid excessive drag during final descent 
o Airspeed 65-70 MPH 

o Short Final 
o Set step attitude at LVR 
o Use power to set descent rate of approximately 100-150 fpm 

o VSI + shoreline 
o Do NOT fixate on the airspeed or the VSI! Keep eyes outside, scan between the 

step attitude and shoreline to determine height above the water 
o After Touchdown 

o Power idle 
o Back pressure on yoke to maintain step attitude (there will be extra drag on 

touchdown due to the “sticky” texture of the glassy water) 
o Yoke full aft as plane falls off step 
o Water rudders – DOWN for directional control 
o Flaps – UP 

3. Remember… 
o PITCH – POWER – PATIENCE – “Set it and forget it” 
o Do not get impatient and try to force the airplane down to the water sooner. Glassy 

water landings can take up lots of space. Always consider a go-around as an option! 
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Confined Area Approach & Landing  
Description 

A confined area approach is used when landing on small body of water and/or there are obstacles in 
approach path (i.e. power lines, trees, etc.) The objective is to minimize the landing distance after 
safely clearing any obstacles. Flaps and power may be adjusted as necessary throughout the 
approach to accommodate terrain and obstacles.  

Procedure 
1. Identify  

o Wind direction and velocity 
o Obstacles and hazards  

2. Determine landing area and heading 
3. Set up and fly approach 

o Downwind (CGUMPS) 
o Carb heat – ON 
o Gas – Fuel selector on both 
o Undercarriage (water rudders) – UP 
o Mixture – Rich 
o Prop – (does not apply in C172) 
o Seatbelts – fastened  

o Abeam touchdown point 
o 2000 RPM 
o Flaps 10° 
o Airspeed 90 MPH 
o Trim as required  

o Base 
o 1700 RPM 
o Flaps 20° 
o Airspeed 80 MPH 
o Trim as required 

o Final 
o 1200-1400 RPM 
o Flaps 30° 
o Airspeed 65-70 MPH 

o Short Final 
o Reduce power to idle after clearing obstacle 

o TIP: Pitch the nose down to not get too slow! 
o Start round out to set step attitude 10’-20’ above the water 
o Use power to achieve minimal descent rate on touch down 

o After Touchdown 
o Power idle 
o Back pressure on yoke to maintain step attitude 
o Yoke full aft as plane falls off step 
o Water rudders – DOWN for directional control 
o Flaps – UP 
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Crosswind Approach & Landing  
Description 

Narrow lakes or rivers may require landing with a crosswind. The objective is the maintain the 
correct rudder and aileron input to counteract crab and drift upon touchdown. 

Procedure 

4. Identify  
o Wind direction and velocity 
o Obstacles and hazards  

5. Determine landing area and heading 
6. Set up and fly approach 

o Downwind (CGUMPS) 
o Carb heat – ON 
o Gas – Fuel selector on both 
o Undercarriage (water rudders) – UP 
o Mixture – Rich 
o Prop – (does not apply in C172) 
o Seatbelts – fastened  

o Abeam touchdown point 
o 2000 RPM 
o Flaps 10° 
o Airspeed 90 MPH 
o Trim as required  

o Base 
o 1700 RPM 
o Flaps 20° 
o Airspeed 80 MPH 
o Trim as required 

o Final 
o 1200-1400 RPM 
o Flaps 30° 
o Airspeed 65-70 MPH 

o Short Final 
o Stabilize the aircraft in ground effect 
o Establish the correct crosswind input using rudder and aileron to correct for any 

crabbing or drift caused by wind 
o Maintain directional control so that the keels of the floats are in line with the 

direction of travel  
o TIP: Find an aiming point on the shoreline ahead  

o Allow the upwind float to touch down first, followed by the downwind float 
o After Touchdown 

o Power idle 
o Back pressure on yoke to maintain step attitude 
o Ailerons positioned fully into the wind as the plane decelerates 
o Yoke full aft as plane falls off step 
o Water rudders – DOWN for directional control 
o Flaps – UP 
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FAA Airmen Certification Standards 
 
Normal Approach & Landing 

• Consider wind direction, surface condition, water depth, vessels, and debris.  

• Select the most suitable approach path, landing, and touchdown area.  

• Establish recommended approach and landing configuration and airspeed, and adjust power and 
pitch as needed. 

• Maintain a stabilized approach and recommended approach airspeed ±5 KIAS, with gust factor 
applied  

• Make smooth, timely, and correct control application during round out and touchdown.  

• Remain aware of wind shear, gusts and/or turbulence. 

• Complete post landing checklist 

 
Rough Water Approach & Landing 

• Consider wind direction, surface condition, water depth, vessels, and debris.  

• Select the most suitable approach path, landing, and touchdown area.  

• Establish recommended approach and landing configuration and airspeed, and adjust power 
while maintaining proper pitch attitude.  

• Maintain a stabilized approach at recommended approach airspeed ±5 KIAS 

• Make smooth, timely, and correct control application during round-out and touchdown.  

• Maintain directional control throughout approach and landing.  

• Remain aware of possibility of wind shear and/or wake turbulence.  

• Contact the water in correct pitch attitude and at correct touchdown speed considering the type 
of rough water.  

• Maintain positive control after landing  

• Complete post landing checklist 

 
Glassy Water Approach & Landing 

• Consider wind direction, surface condition, water depth, vessels, and debris.  

• Select the most suitable approach path, landing, and touchdown area.  

• Establish recommended approach and landing configuration and airspeed, and adjust power 

while maintaining proper attitude.  

• Maintain a stabilized, slightly nose-high attitude (step attitude) at recommended approach 
airspeed ±5 KIAS 

• Make smooth, timely, and correct control application during approach and touchdown.  

• Maintain directional control throughout approach and landing.  

• Complete post landing checklist  
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Confined Area Approach & Landing 
• Select the most suitable approach path, landing, and touchdown area considering wind, landing 

surface, and obstructions. 

• Establish recommended approach and landing configuration and airspeed, and adjust power 
while maintaining proper pitch attitude.  

• Maintain a stabilized approach and recommended approach airspeed ±5 KIAS 

• Make smooth, timely, and correct control application during round-out and touchdown.  

• Maintain directional control throughout approach and landing.  

• Remain aware of possibility of wind shear and/or wake turbulence.  

• Touch down at a proper pitch attitude, within 100 feet beyond or on the specified point, with no 
side drift, minimum float, and with the airplane’s longitudinal axis aligned with the projected 
landing path.  

• Execute a timely go-around if the approach cannot be made within the tolerances specified 
above or for any other condition that may result in an unsafe approach or landing.  

• Complete post landing checklist. 
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Engine Failure & Forced Landing:  
1. Airspeed 

a. Pitch and trim for best glide – 80 mph 
b. REMEMBER: Floatplanes do not glide as far due to added drag from the floats 

2. Best place to land 
a. Immediately turn towards the water 
b. Attempt to set up for landing into the wind 

3. Checklist flow (if time and altitude allows) 
a. Fuel selector – BOTH 
b. Mixture – RICH 
c. Carb heat – ON  
d. Mags – CHECK 
e. Primer – IN & LOCKED 

o If no restart, repeat flow to turn everything OFF 
4. Landing 

a. Flaps – 10-20° after landing area is made 
b. Be careful not to flare too high! It is critical to keep the airspeed up as long as possible.  
c. Set and maintain step attitude on touchdown 
d. Yoke full aft as plane falls off step 

 
Note: An engine failure over glassy water poses a huge risk. Set the airplane up to land as close to a 

shoreline as possible. If the shoreline is not an option, find another object to use as a visual reference 

(i.e. buoys, boats, birds or debris on the water, etc.) 
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Seaplane Parking:  
There are several ways we can secure the seaplane on the water:  

• Docking  

• Beaching  

• Mooring/Anchoring  

• Ramping  
3H’s  

 Should be accomplished prior to approaching the parking area 

• Headset – off (and lights and avionics off) 

• Harness – Seatbelt off  

• Hatch 

Brief passengers if necessary  
 

Docking 
• When possible, the seaplane should always be docked into the wind. Docking with a 

crosswind must be done with extreme caution. The worst scenario is crosswind docking 
with the wind coming from the dock side (off-dock breeze) because the plane will tend to 
turn (weathervane) into the dock rather than away from it.  

• Think of docking like flying a traffic pattern (downwind, base, final). This allows you to get 
the plane/floatplane lined up with the dock long before you get to it. A 
seaplane/floatplane is not a boat. It is far less maneuverable than most boats and 
approaching the dock at too much of an angle can cause damage to the bow of the float if 
you hit the dock nose first. Take your time and use plenty of room.  

• To dock, we want to approach parallel to the dock approximately one foot away. We want 
our seat all the way back for ease of exit and once the mixture is pulled to idle, reach over 
and turn the mags and the master off. It takes about 5 seconds for the engine to stop after 
mixture is pulled; if the mixture doesn’t shut the engine off fast enough, turning the 
magnetos off will also turn the engine off. Exit the aircraft, grab the aft float rope and step 
onto the dock. Pull the rope towards the back of the seaplane to stop the forward 
movement.  

 

Beaching 
• Before attempting to beach the aircraft, be sure of the shoreline. Rocks can cause serious 

damage to the floats.  

• Approach the beach straight on as slowly as possible. Cut the mixture before reaching shore 
depending upon wind conditions. Don’t forget to turn the master switch and mags off 
before stepping out, and be sure to get the water rudders UP!  

• Turn the aircraft tail-in towards shore by hand and secure with ropes to at least two points.   
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Mooring/Anchoring 
• Need 5-7 times water depth to anchor. In some cases where seaplane docks are not 

available, and the shoreline is not suitable for beaching, it may be necessary to moor the 
seaplane offshore.  

• The line from the mooring buoy should be attached to the front cleats of both floats or to 
the hub of the prop. (Keep in mind: strong wind may bend backing plate and spinner)  

• Ensure that there is plenty of room for the plane to swing freely 360 degrees and won’t hit 
anything in case the wind shifts.  

Ramping:  

• Idle taxi the aircraft to the ramp at 800 RPM until it comes to a stop, then mixture, mags, 
master off and water rudders up.  

• Most floatplane ramps will be wooden and at a 5-to-10-degree incline on the shoreline which 
provides float protection from a rocky or unfavorable bottom.   

• If there is a crosswind to the ramp, approach the ramp with a tailwind as shown below: 

 

 

 

 

 

 

 

 

* AFTER ENGINE SHUT DOWN * 

MASTER – MIXTURE – MAGS – RUDDERS UP 
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Rules of the Sea:  
In addition to Federal Aviation Regulations, the Rules of the Sea apply to seaplane operations as well. A 
seaplane pilot must be familiar with seaplane bases, maritime rules and aids to marine navigation.   

Part 91, Section 115 Right-Of-Way Rules: Water Operations   
The right-of-way rules for operations on water are similar, but not identical, to the rules governing right 
of-way between aircraft in flight.   

(i) General. Each person operating an aircraft on the water shall, insofar as possible, keep clear of all 
vessels and avoid impeding their navigation, and shall give way to any vessel or other aircraft that 
is given the right-of-way by any rule of this section.   

(ii) Crossing. When an aircraft, or an aircraft and a vessel, are on crossing courses, the aircraft or 
vessel to the other’s right has the right-of-way.   

(iii) Approaching head-on. When an aircraft, or an aircraft and a vessel, are approaching head-on, or 
nearly so, each shall alter its course to the right to keep well clear.   

(iv) Overtaking. Each aircraft or vessel that is being overtaken has the right-of-way. The one 
overtaking shall alter course to keep well clear.   

(v) Special circumstances. When an aircraft, or an aircraft and a vessel, approach so as to involve the 
risk of collision, then each aircraft or vessel shall proceed with careful regard to the existing 
circumstances, including the limitations of the respective craft. If contact with a vessel is a 
possibility, shut off engine.   

(vi) Note: (AIM 7-5-8) A seaplane departing requires the right-of-way over a seaplane landing due to 
less maneuverability and the fact that the pilot has less visibility. Typically, boaters are not 
familiar with the operation of seaplanes and therefore, seaplane pilots should give way and 
remain well clear.   

Seaplane Landing Areas   
• Refer to the SPA Water Landing Directory to gather general waterway regulations and 

information on popular landing areas.  

• The familiar rotating beacon is used to identify lighted seaplane landing areas at night and 
during periods of reduced visibility. However, the colors alternate white and yellow for water 
landing areas. A double white flash alternating with yellow identifies a military seaplane base.  

• On aeronautical charts seaplane bases are depicted with an anchor on the lake at which they 
are based.  Private seaplane bases are just an anchor, public seaplane bases are anchors with a 
circle around them, and fuel is denoted with a cross coming out of the circle surrounding the 
anchor. If the anchor is tilted at an angle, that indicates the preferred waterway direction for 
landing, OR the eyelet of the anchor may be positioned overtop of where the dock/base is 
located. 
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Aids to Navigation   
Buoys 

1. Channel Marking Buoys  
a. Red – “Red, Right, Returning” 

i. The red, nun shaped buoys with even numbers (2, 4, 6, 8, etc.) should be on the 
right-hand side of the vessel when returning from sea/open water 

b. Green 
i. The green, can shaped buoys with odd numbers (1, 3, 5, 7, etc.) should be on the 

left side of the vessel when returning from sea/open water. 
ii. Green will be on the right side of the vessel when heading out towards sea 

2. Regulatory Buoys 
a. White with orange lettering and stripes 

i. Indicate no-wake zones and swimming areas 
ii. Exercise extreme caution in these areas 

3. Mooring Buoys 
a. Typically ball-shaped and/or white with a blue stripe 
b. Easily recognized by a rope or chain dangling from the top to tie up to. 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

  


